
Exit devices are available in four types: �!�b�l�7�����o�u	ž�v�;�7���"�†�u�=�-�1�;���(�;�u	ž�1�-�t���!�o�7�7���-�m�7�����o�m�1�;�-�t�;�7���(�;�u	ž�1�-�t���!�o�7�:
The types describe the method in which the exit devices are mounted to the door and their latching 
mechanism.

RIM EXIT DEVICE

MORTISE EXIT DEVICE

Rim exit devices are installed on the face of the door and have a deadlocking 
latchbolt that projects from the lock case of the device. The latchbolt engages 
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lock case of the device.
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into the lock body.

SURFACE VERTICAL ROD EXIT DEVICE
���v���|�_�;���m�-�l�;���v�†�]�]�;�v�|�v�7���|�_�;���v�†�u�=�-�1�;���ˆ�;�u	ž�1�-�t���u�o�7���;�Š�b�|���7�;�ˆ�b�1�;���l�o�†�m�|�v���|�o���|�_�;���v�†�u�=�-�1�;��
�o�=�� �|�_�;�� �7�o�o�u�:������ �|�o�r�� �-�m�7�� �0�o�‚�o�l�� �u�o�7�� �;�Š�|�;�m�7�� �|�_�;�� �=�†�t�t�� �_�;�b�]�_�|�� �o�=�� �|�_�;�� �7�o�o�u�� �-�m�7�� �-�u�;��
�-�‚�-�1�_�;�7�� �|�o�� �t�-�|�1�_�0�o�t�|�� �-�v�v�;�l�0�t�b�;�v�:���$�_�;�� �|�o�r�� �t�-�|�1�_�0�o�t�|�� �-�v�v�;�l�0�t�‹�� �;�m�]�-�]�;�v�� �-�� �v�|�u�b�h�;��
�|�_�-�|���1�-�m���0�;���;�b�|�_�;�u���v�†�u�=�-�1�;�J�-�r�r�t�b�;�7���o�u���l�o�u	ž�v�;�7���b�m�|�o���|�_�;���v�o�L�|���o�=���|�_�;���=�u�-�l�;�:���$�_�;��
�0�o�‚�o�l���t�-�|�1�_�0�o�t�|���-�v�v�;�l�0�t�‹���1�-�m���t�-�|�1�_���b�m�|�o���-���v�†�u�=�-�1�;�J�-�r�r�t�b�;�7���o�u���l�o�u	ž�v�;���v�|�u�b�h�;���b�m��
�|�_�;���Y�o�o�u�:�������t�-�|�1�_�J�|�u�-�1�h���|�_�u�;�v�_�o�t�7���1�-�m���-�t�v�o���v�;�u�ˆ�;���-�v���-���v�|�u�b�h�;���|�o���v�;�1�†�u�;���|�_�;���0�o�‚�o�l��
�t�-�|�1�_�0�o�t�|�� �-�v�v�;�l�0�t�‹�:�� �"�b�l�b�t�-�u�� �|�o�� �u�b�l�� �;�Š�b�|�� �7�;�ˆ�b�1�;�v�7�� �|�_�;�� �o�r�;�u�-	ž�m�]�� �|�u�b�l�� �;�Š�|�;�m�7�v��
through the door thickness and engages the lock case of the exit device. The 
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dimension that needs to be addressed. Depending on the design of the latchbolt 
assembly and the strike, the doors may have to be ordered with a non-standard 
undercut to ensure the latchbolt can properly engage the strike.

CONCEALED VERTICAL ROD EXIT DEVICE
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the door thickness and engages the linkage of the rods. The clearance between 
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be addressed. Depending on the design of the latchbolt assembly and the strike, 
the doors may have to be ordered with a non-standard undercut to ensure the 
latchbolt can properly engage the strike.
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